
 

                
 
Nas próximas páginas você terá acesso ao catálogo completo da EAD que constitui 
antenas para uso embarcado, uso externo e aprova de água para as seguintes 
aplicações: 

- GSM / UMTS / 3G; 
- GPS; 
- Duplas GSM + GPS; 
- 433MHz; 
- 868MHz; 
- 2.4GHz / 5.2GHz. 

 
Aproveite e confira abaixo a linha de soluções da SmartCore. 
 
Dados para contato e informações adicionais em: www.smartcore.com.br 

 
Alertamos que os produtos estão sujeitos a alterações sem prévio aviso. 

 

 



 
 
 

                
 
 

 

 

 

 

 

 

ANTENAS  

2.4GHz  5.2GHz 



Product Specification

ACARA™
2.4/5.2 GHz Internal Blade Antenna

Features

Groundplane independent design
Covers 2.4 and 5.2 GHz bands
Ideal for access/telemetry applications
Various cable/connector options 

Specifications

Radiating element Dual-band monopole with own groundplane

Frequency range 2.45 and 5.25 GHz

Peak gain 2.2 dBi

Polarisation Linear

Return Loss -7.0 dB

Power rating 10W

Cable / Connector RG-178 with right-angled MMCX

Dimensions 66 x 16 x 4mm (max)

Ordering Options

FAC35010-MR-16 Acara with 160mm RG178 cable and right angled MMCX

FAC35010-UF-10 Acara with 100mm 1.13 cable and U.FL

Specifications subject to change without notice
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Product Specification

BKR2400™
2.4 GHz Knuckle Antenna

Features

External Mount Antenna
Groundplane independent
SMA Male connector
Knuckle for straight or right-angle
Ideal for fixed applications 

Specifications

Radiating element ½ Wave Dipole

Frequency Band 2.4 GHz

Peak gain 2 dBi

Polarisation Linear

VSWR 2:1

Impedance 50 ohm

Cable / Connector SMA Male knuckle

Dimensions 138mm x 13mm (length x diameter)

Ordering Options

FBKR35068-SM-KR BKR2400 with SMA-Male knuckle connector

Specifications subject to change without notice
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Product Specification

BT-Blade™
2.4 GHz covered blade antenna

Features

Groundplane Independent Design
Protective cover provides durability
Ideal for telematics/telemetry applications 
Various cable/connector options

Specifications

Ordering Options

Radiating element Single band monopole with own ground plane

Frequency range 2.4 – 2.5 GHz

Peak gain 2.0 dBi

Polarisation Linear

Return Loss -7 dB

Power rating 10W

Cable / Connector RG174 with MMCX connector – other options available

Dimensions 72 x 19 x 7mm (max)

FBT35009-MR-2K BT-Blade with 2m RG174 cable and right-angle MMCX

FBT35009-SM-2K BT-Blade with 2m RG174 cable and SMA-Male

FBT35009-FM-2K BT-Blade with 2m RG174 cable and FME-Female

FBT35009-MR-1K BT-Blade with 1m RG174 cable and right-angle MMCX

FBT35009-SM-1K BT-Blade with 1m RG174 cable and SMA-Male

FBT35009-FM-1K BT-Blade with 1m RG174 cable and FME-Female

Specifications subject to change without notice
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Product Specification

BT-Stubby™
2.4 GHz Stubby Antenna

Features

External Mount Antenna
Covers 2.4 GHz Band
Stubby with SMA Male connector
Straight or right-angle
Ideal for fixed applications 

Specifications

Radiating element Wire

Frequency Band 2.4 GHz

Peak gain 0 dBi

Polarisation Linear

VSWR 2:1

Impedance 50 ohm

Cable / Connector SMA Male – straight or right angle connector

Dimensions Straight:32x8mm (incl. SMA) Right-angle 34.5x8mm (excl. SMA)

Ordering Options

FBTS35024-SM-ST BT-Stubby with straight SMA-Male connector

BT-Stubby with right-angle SMA-Male connectorFBTS35024-SM-RA

Specifications subject to change without notice
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Product Specification

C-Blade™
2.4 GHz covered blade fixed mount antenna

Features

Groundplane Independent Design
Protective cover provides durability
Mounting bracket for fixed applications 
Various cable/connector options

Specifications

Ordering Options

Radiating element Single band monopole with own ground plane

Frequency range 2.4 – 2.5 GHz

Peak gain 2.0 dBi

Polarisation Linear

Return Loss -7 dB

Power rating 10W

Cable / Connector RG174 with MMCX connector – other options available

Dimensions 92 x 19 x 7mm (max)

FCB35037-MR-2K C-Blade with 2m RG174 cable and right-angle MMCX

FCB35037-SM-2K C-Blade with 2m RG174 cable and SMA-Male

FCB35037-FM-2K C-Blade with 2m RG174 cable and FME-Female

Specifications subject to change without notice
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